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ABSTRACT 
An investigation was conducted to predict the creep behavior of a 
beryllium-copper alloy under cyclic temperature conditions by use of a 


temperature compensated time parameter, 86. 


qi 
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where Q = activation energy 
R = gas constant 
t = time in hours 


T = temperature, degrees Kelvin. 
Temperature was cycled in the X+@ ,<+Y¥ and over the 
Xt oe aotx+S regions. Isothermal tests were also conducted in these 
regions to determine the activation energies. The isothermal creep data 
was then correlated to the cyclic data by use of the 6 parameter. Thus 
the effect of microstructural changes induced by the cycling temperature on 


creep was studied. 
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INTRODUCTION 
Applications for metals at high temperatures have greatly increased 
in recent years. Thus there is an increasing necessity for designing with 
creep as one of the limiting factors. Today there is available a fair 
amount of creep data for isothermal constant load conditions. However 
only upon rare occasions will these ideal conditions be found in actual 
applications. Since it has been reported that cyclic temperature environ— 


Oy, it follows that a design based 


ment may accelerate creep strain, 
upon isothermal tests will have a tendency to be on the unsafe side. A 
solution to this problem would be to conduct creep tests under the actual 
conditions to which the part in question would be subjected. However, 
this would be both an expensive and time consuming task. Therefore, the 
engineer must have a method of correlating constant load isothermal creep 
data to cyclic creep data. Sherby and Dorn have shown that if the creep - 
Strain - time relation is known at a given stress and at a high tempera- 


ture, the strain - time curve can be predicted for any other temperature 


or varying temperature by use of the temperature - compensated time para- 


meter, 9, ©) The basic definition of ® is given by equation (1) which is 
Q = “ e@ Q/RT (1) 
7 o © dt 
deca ses (2) 
where: t = time in hours 
Q = activation energy for creep 
R = gas constant 
T = temperature in degrees Kelvin 


valid for variable temperature conditions. For a constant temperature 
(temperature independent of time) this reduces to equation (2). Thus 
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a graphical representation of strain versus @ for tests conducted at 
various constant temperatures but at the same constant load will super- 
impose. Also the strain versus 6 plot for a (variable) temperature 
history at the same constant load as the isothermal tests should superimpose 
on them. Thus isothermal data could be utilized to predict cyclic temper 
ature creep curves. Although investigations to prove the validity of this 
theory are scarce, results of the few tests conducted show that in some 
cases the predicted strain will be less than that obtained experimentally. 
pos?) This acceleration in the creep rate may be due to microstructural 
instabilities induced by the varying temperature. These microstructural 
changes may result in eliminating the hardening state normally associated 
with creep under isothermal temperatures. This hardening state is the re- 
sult of very fine ‘precipitates which impede the dislocation motion associat- 
ed with slip by acting as barriers upon which the dislocations tend to pile 
up. But if the temperature is varied, these precipitates tend to form and 
then dissolve or decompose. Thus barriers originally effective in block- 
ing slip break down, and the dislocations that have piled up are again free 
to move. The creep rate is therefore accelerated by the instability of the 
microstructure so that a particular strain would occur in a shorter time. 
This investigation was undertaken to investigate the creep behavior 
of a beryllium-copper alloy under a cycling temperature-constant load 
condition by use of the @ parameter. Temperature was cycled in the x*+ 
and X+o% regions and through the eutectoid reaction, 9 22?7«+¥ - Iso- 
thermal tests, conducted in these regions, were used to obtain the activa- 
tion energy for creep and to predict the creep curve for the variable temper- 


ature tests. Comparison of these curves on a strain versus 6 plot would 





show the effect of changes in the amount of {2 or & phase present 


as the temperature is cycled in the < + ,3 or “4 + ¢% region. 
When temperature is varied in the <*> ¢ /? S—=> =X region, the 
effect of the phase change from /? 2. X12 can be determined. Examina- 


tion of Fig. 10 reveals that temperature changes cause a definite innova- 
tion in the microstructure of the test specimen. Hence general test pro- 
cedures as outlined above on a beryllium-copper alloy should give a good 


indication of the effect of microstructural changes on creep rate. 





EXPERIMENTAL PROCEDURE 
| Test Material 
Specimens were made from a beryllium-copper alloy received from The 
Beryllium Corporation of Reading, Pennsylvania. The composition of the 


alloy is given in Table I. The alloy, received in the solution—treated 





TABLE I - CHEMICAL COMPOSITION* 


Bery Llium 200K Silver 0.017 
Cobalt Om227, Tin 0.017 
Iron 0.14% Nickel 0.017% 
Silicon Ogle 7, Chromium 0.01% 
Aluminum 0.03% Copper Balance 





*Chemical analysis supplied by The Beryllium Corporation 


condition, was cold-rolled 8% from 0.10-inch strips to .092 inch thickness 
in order to obtain the maximum number of specimens per strip. The speci- 
mens were then machined to size from 4-1/2 x 3/4-inch blanks. Dimensions 


of the specimens are shown in Fig. l. 
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As a stable grain structure is desirable for creep tests, the effect 
of various elevated temperatures and annealing times on grain growth was 
investigated by annealing samples at 750°C and 820°C for periods of 1 and 
10 hours. Microstructural examination revealed that grain growth was 
greatly influenced by annealing time. Therefore further tests were con- 
ducted at 820°C to determine the period of time in which the major por- 
tion of grain growth had occured. Results of these tests are shown in 


Table II. Microstructure of sample specimens is pictured in Fig. 2. 


TABLE II - GRAIN SIZE DATA 


Time Heated Grains/Width of Specimen 
1/2 hour Tout 

1 hour 14.1 

2 hours | 

3 hours 12.4 

4 hours 11.8 

10 hours S74 


From phase diagram information, Fig. 3, it was decided that creep tests 
might be conducted at temperatures as high as 750°C. Thus test specimens 
were annealed at 820°C for a period of 2-1/2 hours. Referring to Fig. 2, 
it can be seen that there will still be come grain growth during creep 


tests. 
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FIG. 3 PHASE DIAGRAM FOR CCPPERSBERYLLIUM 
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22 Test Equipment 


A conventional constant load - single lever arm type creep machine 
was used. The load, applied on the weight pan, iS transmitted through the 
lever arm to the vertical linkages to the extensometer and finally to the 
specimen. A double universal joint was attached to the swivel block on the 
lever arm to provide the system with three degrees of freedom and insure 
uniaxial loading. A turnbuckle was attached to the universal joint to 
allow for tightening the linkage system with the lever arm in the raised 
position. Also, as the specimens displayed extensive elongation, it was 
necessary to tighten the linkages during the experiment to keep the lever 
arm from hitting the lower stops. The time the load was removed while 
tightening the lkinages was kept to a minimum -- usually fifteen seconds. 
Examination of creep curves revealed no irregularities due to these no 
load periods so that no errors in results is expected. A movable weight on 
the front part of the lever arm enabled the system to be balanced for no 
load conditions. A creep test unit is pictured in Fig. 4. 

Conventional tube-type nichrome wound furnaces were used. Taps 
located at close intervals along the winding permitted vertical tempera- 
ture adjustment by attaching external shunts. This is important so that 
the temperature along the specimen is maintained constant. The importance 
of this feature is further emphasized as the specimens elongated almost an 
inch before fracture resulting in a length of almost 3-1/2 inches over which 
the temperature must be maintained constant. 

For isothermal tests, furnce temperature was controlled by a Leeds and 


Northrop controller. 
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For cyclic tests the temperature was varied by changing the current 
input to the furnace. This was accomplished by attaching a motor to the 
shaft of a variac. Motor speed, reduced by a 200,000: 1 reduction gear 
system, could be varied by changing the armature current. A slotted 
glass plate was attached to the front of the variac. Two micro-switches 
based in the slot were actuated by a cam on the variac Shaft to change the 
motor direction. Thus their location in the slot controlled the minimum 
and maximum current to the furnace and the time for a cycle. As the out- 
put of the variac was in series with the main Leeds and Northrop controller, 
the maximum temperature of the furnace could also be controlled there. 
Trial and error adjustment of the various components of this system insured 
that the cycle would repeat itself. A cycle pattern in the general shape 
of a sine wave resulted. The temperature cycle was recorded by a Leeds 
and Northrop recorder, type @, 

A schematic diagram of the control system is shown in Fig. 5. The 


entire system including the recorder is pictured in Fig. 6. 
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FIG. 5 SCHEMATIC DIAGRAM, FURNACE CONTROL SYSTuM FOR 
CYCLIC TEMPERATURE TESTS. 
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a Experimental Technique 


The thickness and width of each specimen was measured at various 
intervals along its reduced section. The minimum cross sectional area 
was computed from these readings. The load required to produce the de- 


sired initial stress was then computed by equation (3). 


CT Amin, ( 3 ) 


~ Lever Arm 


This load was measured to + .002 1b. 

The specimen was then attached to the extensometer and two chromel- 
alumel thermocouples were attached to the surface of the specimen by thin 
glass wire. The extensometer was then lowered into the furnace and connect- 
ed to the upper and lower pulling tabs. The loading pan was then held in 
its upward position by a hydraulic jack. This placed the lever arm in its 
raised position. The load was then placed on the loading pan and all link- 
aves tightened. Asbestos packing was placed around the furnace openings. 
After a period of approximately two hours, temperature conditions were 
steady; and the tests were commenced by lowering the jack, permitting the 
load to hang free. Changes in specimen length to the nearest one ten thou- 
sandth of an inch and time to the nearest second were recorded. 

Cyclic tests were conducted in a like manner except that specimen 
temperature was recorded on a Leeds and Northrop Speedomax, type G. Temper- 
ature was also taken at frequent intervals with a potentiometer to check 
the accuracy of the recorder. Any recorder errors were thus removed in the 


final temperature versus time plot. 
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EXPERIMENTAL RESULTS AND DISCUSSION 
Data from the isothermal creep tests is summarized in Table III, 
Appendix I. Creep curves of stress versus time for initial stresses of 
2,500 psi., 5,000 psi., and 10,000 psi. are also shown in Appendix I, 
Fig. 11, Fig. 12, and Fig. 13. Fig. 14 shows fast creep rate curves. 
Minimum creep rate and time to rupture are plotted versus reciprocal 
temperature for isothermal tests in Fig. 15 and Fig. 16, Appendix III. 


From these curves average values of activation energy were calculated. 


750° C >} T) 550°C, Q = 80,000 cal/mole 
500°C > T > 450°C, Q = 30,000 cal/mole 
550°C > T>) 500°C, Q undetermined 
Data for cyclic temperature tests is summarized in Appendix II, 


Q/RT 


Table IV. Temperature and corresponding e cycles for variable heat- 
ing tests are shown diagrammtically in Fig. 17, Fig. 18, and Fig. 19, 
Appendix IV. Referring to the Be - Cu phase diagram, Fig. 3, it can be 
seen that these temperature cycles fall in the Xi%¥ , «+@22X%rY and 
Xx+ regions respectively. 

Results in & +@ phase. Tests in this phase region were conducted 
at an initial stress of 2500 psi. Fig, 7 displays isothermal and cyclic temper- 
ature (613°C to 650°C) strain results versus the temperature-compensated time 
parameter, @. There appears to be no detectable increase in creep rate due 
to cycling the temperature. Isothermal creep curves give a good approxima- 
tion of the cyclic temperature creep curves. 

Results over the Eutectoid Region. Tests in this region were conducted 
at 5,000 psi. Fig.8 shows isothermal and cyclic temperature (556°C to 613°C) 


strain versus the temperature-compensated time parameter, 8. There appears 
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to be a slight increase in the creep rate and decrease in time to rupture 
for the cyclic temperature test as compared to the isothermal tests. 
However, isothermal tests results still give a fair approximation of cyclic 
temperature resuits. 

Results in CX + Y phase. These tests were conducted at 10,000 
psi. Fig. 9 shows iSothermal and cyclic temperature (427°C to 468°C) 
creep strain versus cemperature-compensated parameter, @. Isothermal 
creep curves for 520°C and 533°C tests could not be plotted as an accurate 
value of activation energy could not be determined for these temperatures 
(see Appendix III). There does not appear to be any appreciable increase 
in strain rate due to cyclic temperature conditions. Isothermal creep curves 
give an excellent prediction for the cyclic temperature creep curve. 

It is noted that in the region where the eutectoid reaction, ,327atd, 
is occuring that the creep rate is increased by cycling the temperature. 
However in phase regions where only slight solubility changes are occur- 
ing there is no noticeable increase in creep rate for cyclic tests. This 
is not unexpected as microstructural changes associated with phase changes 
are greater than those occuring during solubility changes. Fig. 10 shows 
the microstructure of the copper-beryllium alloy when quenched in brine 
from 550°C, 650°C and 750°C. Only a slight change in the structure is 
noted between temperatures 650° and 750°C. Both these temperatures are in 
the “+ @ phase region. But the microstructure at 550°C is very much 
different due to the presence of the 0 phase, resulting from the eutectoid 
reaction, (Bont Oo ta » Thus the theory that microstructural changes tend 
to augment creep rate is supported. However the increase is not So much 
as to make isothermal tests of no uSe in predicting cyclic temperature 


creep curves. 
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It is noted that constant temperature tests do not exactly co- 
incide on the strain versus © graphs. This is believed due to five 
reasons. First, any deformities in the specimens would result in 
increasing creep rates. Second, these tests were all of a short 
time nature so that any jerking upon application of load would be 
magnified. Third, any error in temperature recorded would be magni- 


-Q/RT 


fied exponentially ( e ) in calculating 6. It was noted that the 
fast creep rate of these tests caused small temperature fluctuations 
by altering the asbestos insulating packing around the extensometer 
rods. Fourth, the Be-Cu alloy was very susceptible to grain growth 

at elevated temperatures. Thus the microstructure changed as the 
creep tests progressed. Fifth, there may be slight changes in activa- 
tion energy in regions where it was assumed to be constant. Such 


error would not change the shape of the creep curve but would shift its 


position along the @ axis. 


17 


o—eoVan &. — = as a 


‘pee 














—_— =. « °° == > 
7 - ~* 4 
— —_— -- «- 2. 
— = to—_—e ¢omare 
| we _———=—— 
= a eGpr=at,Yr 
- _—_ « ee Ge | 
— Se ==: 
es _ - —_ - 



























. 9 
2 O--O Isothermal, 624°C 
A--A Isothermal, 667°C 
X--xX Isothermal, 710°C | 
| P-clic from 6 6EDer 
OS as O i Jy eal eel: MEIC He 13 uo 5 a 





ON if 


mi 


ed 


J 


he ir Peas, sey PL DF LE i 


= || 
oO } 
om ¢ 
“4 
a 
A 
a O1} 
ee ° rae 
I | ck 
<n 
© 
= 6 
aoe 
nan | ' 
= 7 Ly, 
c- 
rat 
us 
ms 
apy 


| 
vA 
| Ly & Z L, é 
OGL | ee ee ee | | 
NOg 4 er : 
G wie eV RT dt - hours 


FiG@. 7 - Room Ck Are ee Cyr PEP aRAGIie 
CREEP CURVES FOR AN INITIAL STRESS OF 2500 psi. 


18 


he Sate wt im oe; ee ee ae eee || — 1 | 


ae 





Tsothermal, 616°C 


Pa RO 
Fsotheime | weose © 


O 
Isothermal, 617°C 
— 9 @) 
isotharmel, 989°C 


Cycisuen 1 Tom 5 jeune Mee 





© 
= 


Seon at I) - inch/i ch 
| es a a 


— 
o 





U ae nS 
Oo = 6 (Ce oe dt - hours 


FIG. 8 ISOTH=ZRMAL AMD CYCLIC TEMPERATURE CREEP | 
CURVES FOR AN INITIAL STRESS OF 5000 psi. 
19 





¥--X Isothermal, L47>C 
(7 -~QO Isothermal, 479°C Mi 
O--O Cyclic from 427°G to 468°C 








7 
S 
2 - 
ae, 
= 
1 
{ 
fo .0OL 
| 
™~ ®, 
ro 'e 
= @ 
on 
{4 
cA 
es 
SOOr = 
1u6 1076 


O yA Be O/ RT dt - hours - 


FIG. 9 ISOTHERMAL AND CYCLIC TEMPERATURE CREEP 
CURVES FOR AN UNiTTALASixeSo Or 10,000 psi- 


20 








) 
4 
4g 














. 
— 


aohy 
=f 


he a 
aff 


‘= 3 ? < ¢. 


e 
we 
‘ : 
> 
é 


¢ 


ns ry yas ‘* oe . 


wy: 
ta 


4 
» 


ND cs 






=, 
‘Ka 


- 
v 


: 


ryTRet 
eee 
a) 


= 


Cuenched from 650°C. 


mee FLORENT GNU BETIS OAT Tice TOUTE Se RES 
ne Se ON a as eee ache Fad PY Ne X : eh Pe, Ty Fi 
Py f 6 





% -! Ab ee aZ 
‘ ? 7% - . + tatg® nf . A p Pe 
ree ong Nee, ee Be) -. 2A ke ce wey: ines: Ne 5B 
de, ay ein vow, ae 8 pede . ‘ff at 4 sk ‘ny 4348 G 
Ba cae se py CE: eel oo Sr oh 
a me ~ il Seek ea a3 y, at oa yo, as - ‘>, ae Misi 
ee er as me yt 7 . <8 : * cine a 2 Ny Pi hed ee 
rage AY? So & aad J. ages 7 ney I het ~~ ~* sey 
} a) tT <a no = 2; ss ; ae rien & au bon, tac ~< 
wet. * ‘ ‘ hates Ae F 5 So ab 
.. ue id ~ ‘ 4 . ate > 
RPS ty ir =e ike 5 -* ae: aS - ae te Ln a 
Meet rs wes fe f me > x tS “ re 
ea wat . sizgiss : < Ay tae ee a 
. a) roa ‘4 , : = Poe ‘\ ' 
pena ee a ae elec 7 tt Se 
kg ide me ele ef oa et “ARS “ang. Pre, Bee 
~ gr 'y' A ' F «*" ae 
a . 7 * oom ~ ye 2 * oe ier 2 oon 1G 
# : ~ Ap Py CSRS Lt ie Behl ; 
Se a RS \ o; Me pa fr a (td Th gee oF a 
~ a > ‘ < . de hooks e ee, a, 3 i fi, a ee: perc 
- . me - ‘ =) ie ys . 
* 2 : ‘ ag gC —_, Oe = 21s CS 4, whe sof iael ial iA 
> [ae hi . _~ Sgt ar Ata ae eS A Woes; es 
a it “et ide ewe. ~ [Pee oc ifs PY ee ep A | eae 
ee a ORT a STOMA PUES WG EI a we 
Be ras ay RRS A ok a? er PO ase eM 
Weeiee Ca. ! Thee 8, Sete hie ng da oS oat §e he 
in: “ee fay eget 343 oe ak © Ce eee yi st yay nt 
‘ a8 bas ~~ ir me NFre ¢ ee = ~~ ¢ d . i! 
WE ns aE eee! 9 G} oan Po ’ To Sey * on™ Vests 
S-a A> pees Se bP S za ¥ A a ane: — SY 
qt. ae | ad be sean 1% ae 5 ‘, a ee rn? > J 
aces sR Me * : bps desert ie eel Gn a ok 
- see ts ve “44% oe DS ope De es, 
o> ~ 7. * eae NN vow ey HF 5 
ind "s e tage’ were’ «A sey 
BoP Sia . z ae e 


O 
Ouenched from. 550 C 





FIG. 10 PHOTOGRAPH ILLUSTRATING THE 
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ALLOY AT VARIOUS TEMPERATURES. 
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CONCLUSIONS AND RECOMMENDATIONS 
The following conclusions are drawn: 
l. Prediction of creep curves for a beryllium-copper alloy 
under constant load-varying temperature conditions can be made with a 
fair degree of accuracy by the 6 parameter method. However the accuracy 
of predictions are only as accurate as the values of activation energy 
used to calculate 6. Thus in regions where Q varies, the predicted strain 
curve may be unreliable. 
2. The effect of microstructural changes is to cause an in- 
crease in creep rate. But in cases where these changes are small, such 
as the case where relatively small changes in the proportion of phases 
present occur, any increase in creep rate is within the experimental ac- 
curacy of these tests. However in cases where phase changes occur there 
is a small increase in creep rate, but not enough to make isothermal pre- 
dictions for cyclic temperature creep curves valueless for deSign purposes. 
It is recommended that: 

(1). Tests be conducted in a particular region under 
different temperature cycles to determine the effect of cycle period and 
amplitude on creep rate. 

(2). Tests be conducted under a temperature cycle with a 
large amplitude which extends into regions where Q is not constant, and 
then attempt to predict the creep curve by combining the 6 parameter method 
for the part of the cycle where Q remains constant with the actual creep 
curve for the region where Q is varying. This would enable an engineer to 
predict the creep curve for any cycle by using isothermal data and strain 


vs. 6 data for regions of changing CQ. 


ae 





(3). Slower creep rate tests be conducted thereLly i 


ing the accuracy of results. 
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APPENDIX I 
ISOTHERMAL CREEP CURVES AND DATA 

Conventional creep curves for isothermal tests at constant loads 
of 2,500 psi., 5,000 psi., and 10,000 psi, are shown in Figures 11, 12, 
and 13 respectively. Fig. 14 shows the creep curves for faster creep 
rate tests at the above loads as these curves are only partially dis- 
played on their respective load figures, Engineering strain, change of 
length in inches divided by initial length in inches, is used for all 
curves. 

Table III gives the initial stress, temperature, time to rupture, 


-Q/RT 


minimum creep rate,and values of e for isothermal tests, 
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TABLE III - LSOTHERMAL TEST DATA, 





Stress | Temp. Temp. Hours | Minimum 
psi | °C ak | to | Creep ae 
: ! Rupture | Rate 
1013, | 401 | 0.8 rs (a 
940 ‘| 4.9 | 0.03 Depa yom 
2500 624 897 32.6 | 0.0055 arpa (ae 
5000 | 695 968 | .139] 2.65 8.57 10 °° 
5000 | 647 920 .95* | 0,25 se eae 
5000 | 632 905 (di) Faget -o.iga. |) worn 2 
5000 | 629 902 1.327 0.11 cle 4 
5000 | 616 | 889 | 3,846 | 0.048 2.3 10°-° 
5000 | 589 862 14.95 | 0.008 | 4.9 107) 
5000 582 855 16.5% ae 3.3 10°21 
5000 | 519 792 aoa 6.00081), 222s5.--: 
10000 | 533 | 806 2.03 joo, i weer 
10000 | 520 793 56: 1: On00)- WH. atta = 
10000 | 479 752 8.0 0.008 og econ: 
10000 | 447 720 Stig | 0.0045 |, Mania to 


* Jerked upon loading 


aie 





APPENDIX II 


TABLE 1V. CYCLIC TEMPERATURE TEST DATA. 


Phase Temperature Time to Rupture 
Cycled in °C 


a Ee saan oe 


— + 


De are: 427-468 17.82 hours 
Eutectoid 556-613 ' 9.87 hours 
i reaction | 
io +o | 613-650 18.35 hours 
ee) ee 
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APPENDIX IIT 
CALCULATION OF ACTIVATION ENERGY 
The activation energy for creep was found by two methods. The 
average value was used for calculation of the temperature - compensated 
time parameter as outlined below. 


From the relationships (4), (5), and (6) it follows that 





€ =f (¢, 0.) (4) 
-Q/RT i 
= t e (5) 
Ge = initial stress at constant load (6) 

the creep rate is given by equation (7) as the initial stress 
: P eo de | 
<a F 26 - ff or (7) 

oo 
7 

is independent of eine ) Furthermore experimental results have shown 


@ 
that when € as taken as minimum creep rate, the following expression is 
obtained: 


¢ 


-O/R' 
Cy = Ce pe 


(8) 

Thus if the icg. of minimum creep rate is plotted versus the reciprocal 

creep temperature at the same load in 4 region where Q remains constant, 
(G9 FD. 


a straight line will result. — The negative slope of this line 


would equal the activation energy as shown in equation (9). 


R ln (E72) (9) 


e & 
where €, and €, are minimum creep rates 
Fig. 15 shows the minimum creep rate versus ceciprocal creep tempera- 
ture curves for 10,000 psi... 5,000 ps1., and 2,500 ps’. initial stresses. 


From these curves the activation energy for creep was calculated to equal 
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a constant value of 82,000 cal/mole between temperatures of 550°C to 750°C. 
Below 550°C the value falls off rapidly to a value of 28,000 cal/mole at 
500°C 

The second method for obtaining activation energy is from time to 
rupture data. If it 1S assumed that the strain damage leading to rupture 
at a given load is dependent only upon the strain to rupture, the value of 
Q@ at rupture should be the same for all tests, Sherby and Dorn have proven 


(10), (11) Thus equation (10) 


the validity of this by experimental data, 
follows. The plot of log. t, versus 1/T for constant loads will be a 
straight line where Q 1S constant as given by the relationship (11). The 


Slope of this curve 


o Q/RT 


6@ ¢t = ee (ae (10) 
Q=R In (tx f/tpe ) (11) 


, he / 
CT, wf? 
will be equal to the activation energy. 

A plot of time to rupture versus reciprocal creep temperature is 
shown in Fig. 16. Activation energy is calculated to be 79,000 cal/mole 
between temperatures of 750°C and 550°C. Below 550°C the value falls off 
rapidly to 31,000 cal/mole at 500°C. 

The above two methods led to average values of Q equal to 80,000 cal/ 
mole between temperatures of 550°C to 750°C and 30,000 cal/mole below 500°C 
Between 500°C and 550°C the activation energy changes too rapidly to obtain 
an accurate value. In other words the slope of the curves in Fig. 15 and 
Fig. 16 between 500°C to 550°C is inaccurate. Sherby, Lytton, and Dorn have 
shown the inaccuracies of experimental values for activation energy at 


(10) 


points where there is a rapid change occuring. 
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APPENDIX IV 


CALCULATION OF TEMPERATURE -- 
COMPENSATED TIME PARAMETER, 6. 


The temperature-compensated time parameter, 0, can be evaluated 


from the following expression; 


a Sg 2 Q/RT a, (8) 
Oo 
For isothermal tests this expression becomes: 
8=t oe (9) 
-Q/RT 


) 


Thus for an isothermal test the value of @ is equal to a constant (e 


multiplied by time. 
For varying temperature tests ® was found by graphical solution. 


Q/RT 


Fig. 17, 18, and 19 show the temperature cycles and e cycles of 


Q/RT 


each test. Values of e are computed mathematically for the corres- 
ponding points on the temperature curve, The entire temperature cycle 

is not shown as the cycle repeated itself after the first cycle which was 
altered as the packing around the furnace openings was slightly altered 
upon application of load. From (8) it can be seen that the area under the 


se iss versus time curve at any time will be «qual to the value of 6 for that 


point. Values of Q for each isothermal test is found in Table III. 
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